
MEDIUM VOLTAGE
RUBBER INSULATION COMPOUNDS 6-95 kV
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Hal

APPLICATION TS
MPa

EB min
%

DENSITY
g/cm3

HARDNESS
SHORE

UP TO 35 kV

PROPERTIESTEMPERATURE
°C

Halogen 
Free

Hal

Flexible

O3

Ozone
Resistant

Low Compr.
Set

RoHS

ROHS

Low PAH Multi-core
Cables

EKOPREN® 3IS01A

EKOPREN® 3IS681

EKOPREN® 3IS731

EKOPREN® 3IS031

EKOPREN® 3IS751

EPR

HEPR

HEPR

EPR

HEPR

10

11

11

10

11

300 

300

300

300 

300

1,20 

1,17

1,21

1,16

1,20

73 (A)

86 (A) 

87 (A) 

75 (A)

87(A)

-50/+105

-50/+105

-50/+105

-60/+105

-50/+105

O3

ROHS

ROHS

WITH LEAD LEAD FREE

DCP

Dicumyl
Peroxide

DCP ALL



HEPR

EPR

HEPR

HEPR

11

10

11

11

300 

300

300 

300

1,20

1,17

1,19

1,19

82 (A)

75 (A) 

87 (A)

86 (A)

EKOPREN® 3IS691

EKOPREN® 3IS041

EKOPREN® 3IS791

EKOPREN® 3IS79W

-50/+105

-60/+105

-50/+105

-50/+105

ROHS

ROHS

APPLICATION TS
MPa

EB min
%

DENSITY
g/cm3

HARDNESS
SHORE

PROPERTIESTEMPERATURE
°C

UP TO 69 kV

ROHS

WITH LEAD LEAD FREE

Halogen 
Free

Hal

Flexible

O3

Ozone
Resistant

Low Compr.
Set

RoHS

ROHS

Low PAH Multi-core
Cables

Water
Resistant

Hal O3
DCP

DCP

Dicumyl
Peroxide

ALL



HEPR

HEPR

11

11

300

300

1,18

1,15

85 (A)

88 (A)

EKOPREN® 3IS721

EKOPREN® 3IS701

-50/+105

-50/+105

APPLICATION TS
MPa

EB min
%

DENSITY
g/cm3

HARDNESS
SHORE

PROPERTIESTEMPERATURE
°C

UP TO 95 kV

Halogen 
Free

Hal

Heavy Duty
Applications

O3

Ozone
Resistant

Low PAH

Hal O3
DCP

DCP

Dicumyl
Peroxide

ALLWITH LEAD LEAD FREE

RoHS

ROHS

ROHS
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